Maytag Front Load Stacked Washer/Dryer
Maytag MLE22PN/MLG22PN - Manual

Legendary Maytag Dependability

Richard Jay is a proud supplier of equipment
from premium laundry brand Maytag, which
is 100% manufactured in the US by the
Whirlpool Corporation. Maytag washers and
dryers are renowned for their unparalleled
dependability and performance.

When you partner with Richard Jay for
laundry equipment, you can feel confident
you're dealing with one of Australia's largest
and most respected suppliers. Our family-
owned business is the only B2B laundry

provider with a truly national footprint.

Features

¢  TurboVent™ Dryer Technology * Intelligent Controls with M-Series Technology help

: Wwners increase pr ity.
* High airflow reduces dry time owners increase profitability

* Energy-Efficient * Durable shaft sleeve is designed to reduce shaft wear
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* Duracore Drive System Easy to use

* Advanced Spin Technology helps deliver accurate cycle * Large Capacity stack washer/dryer

times

Maytag warranty 2 years parts and 1 year labour
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Maytag Stacked Washer/Dryer MLEG22PN

Cylinder

Washer/Dryer

Drum Volume

Capacity

881 /1901

9 kg/g kg

Dimensions

Height
Width
Depth
Door Opening

Weight (net | gross)

1880 mm
686 mm

751 mMm
362/464 mm

171|176 kg

Speed
Wash
Extract (high force)

G-force

1000 RPM

300G

Energy

Electric Power Consumption HP (KW)

Total Energy per Cycle

0.9 (.07/0.33(.25)

Water Usage

A

Avg. Total Water Usage / Cycle
Avg. Hot Water Usage / Cycle

Operational Water Pressure

Noise & Cycle Time

Noise Level

Default Programme Duration

27“
(686 mm)

-6/

Dryer Speed & Airflow

127/s"»

Gas | Electric

Tumble Speed

Airflow

(327 mm)

65|61 CFM .

(38 mm)

Circuit Protection

. |

(165 mm)

fof

Main Control Board Fuse

A

A

66'/."
(1683 mm
- 6'/"
(159 mm)
-—4'/"
(105 mm)

10 (220-240V / 50Hz)

44'/"
(1130 mm)

42"

Main Control Board Fuse (Electric) amps 25 (220-240V / 50Hz
Gas
Inlet 3| 8 NPT inches

Rating BTU (kcal)/hr

(1067 mm)

20000 (5040)

Hose & Exhaust

R

(914 mm)

Inlet Hose | Drain Hose

Exhaust Duct Diameter

1220 | 1830 mm

100 mm






